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SIRTF Instrumentation Summary

Pixel Size Sensitivity (µJy)

λ (µm) Array Type λ/∆λ F.O.V. (arcsec) (5σ in 500 sec, incl. confusion)

IRAC: InfraRed Array Camera

3.6 InSb 4.9 5.1' x 5.1' 1.2 3

4.5 InSb 4.3 5.1' x 5.1' 1.2 4

5.8 Si:As (IBC) 4.0 5.1' x 5.1' 1.2 10

8.0 Si:As (IBC) 2.7 5.1' x 5.1' 1.2 15

MIPS: Multiband Imaging Photometer for SIRTF

24 Si:As (IBC) 4 5.1' x 5.1' 2.4 370

70 Ge:Ga 3.5 2.7' x 2.7' / 5.1' x 5.1' 4.9 / 9.4 1400

52 - 99 Ge:Ga 14 - 24 18.75" x 4' 9.4 6500

160 Ge:Ga (stressed) 4 0.5' x 5.1' 15 22.5 mJy

IRS: Infrared Spectrograph

5.3 - 14.5 Si:As (IBC) 60 - 120 3.6" x 55" 1.8 550 µJy

15 (peakup imaging) Si:As (IBC) 3 1' x 1.2' 1.8 100 µJy

10 - 19.5 Si:As (IBC) 600 4.8" x 11.8" 2.4 3x10-18 W/m2

14 - 40 Si:Sb (IBC) 60 - 120 9.7" x 151" 4.8 1.5 mJy

19 - 37 Si:Sb (IBC) 600 9.7" x 22.4" 4.8 3x10-18 W/m2

Sensitivity numbers are indicative of SIRTF performance.  Detailed times estimates
should be based on tools available on SSC website: http://sirtf.caltech.edu.


